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Installation Method, Location

Please install this device in the center of side-wall in the container as to read the nameplate upright. ]

Please never install the device on the ceiling or on the floor to avoid its failures. ]

Please open the installation hole and humidity ventilation hole shown in Figure 1 on the installation
side,according to the mold and the installation method.Please refer to Table 1 of the processing size.
J

Please fix the main body (ROSAHL) firmly with four screws in the container. A
Please put the packing side together with the installation side.

However, do not expose it to wind and rain directly when using it outdoor, and must install the
waterproof cover and the insect-resistant net(perforated metal) as shown in Figure 2. )

In the container, please make it in the state of seal by installing the packing toward the door and )
shutting the airflow orifice in order to bring the ROSAHL dehumidifier into full play.

O U

Connect the product with power source.
(RDHC 5P1 RDHC 7P1 only AC100V,RDH 3P1 AC100V or AC200V) )

[ ' )'"+) J(l) Please use the specified electric wire for the power supply connection.

(Refer to the paragraph of product specification)

—

In addition, the power supply code of RDH-3P1 is equipped with a normal standard.
(The terminal processing is for AC100V: separable attachment plug, for AC200V: the
solderless terminal processing.)

(2) The customer should prepare electric wire, grounded code, installation screw,
waterproof cover and insect-resistant net(perforated metal). J
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/ﬂ 0 ﬂ 0 0 Power supply code \[
Vent hofe Humidity ventilation
00000
[RDH—=3P1]
LED AC/DC
@,/ power supply
o Tube
Dehumidificafign Packing Installation hole

Nameplate element )/ \‘ L/

()()“ (m() Terminalstand\[
For humidi ﬁ
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Humidity Ventilation Hole and Installation Size
Table1 Main Body and Waterproof Cover

) . . Humidity
) Main body Waterproof cover installation -
Installation installation size size ventilation | Reference
method | Mold name hole
a b c d e f g h k
Direct RDH-3P1 | 57 | 73 | 5 85 | 57.5|57.5 35 | 35 Figure 1
installation | RDHC-5P1 =
method RDHC-7P1 120 ] 106 6 175 75 75
Dehumidification Dehumidiier  ( Humidity |
i ventilation
< ».A/ side Installation wall side
14 ¢
Dehumidification element Humidity ventilation side
| N /
{ ' [Waterproof cover|
i
' \ _R Insect-resistant
net(perforated metal)
AY_? ' Packing (Opening)
Figure.1 \ + Figure.2 Installation cross section
Usage
1. For RDHC-5P1 and RDHC-7P1
Please set the dial of the humidity controller unit as the right side of it as possible
b — (low humidity side).
Please turn on the AC power supply and get energized. (Please use AC100V.) ]
Please confirm lighting LED. (Shows "In use") h
“S— B It might take 3-5 minutes to light the LED on the initial stage of turning on power supply,
depending on the characteristics of the power supply.
\_
Emergency )
Please confirm the following when LED doesn't light.
(1) Isthe input power supply correctly connected?
(2) Is the power supply AC100V?
(3) Is the humidity ventilation side wetted with water?
(In this case, the overcurrent protection circuit of the power supply functions, LED lights if the wet
state is canceled and it returns to normal state.)
Please inform the retailer or our company after confirming the above-mentioned and LED still doesn't
light for a long time.
\. J
Please set humidity controller’s dial at the value you want. )

About the humidity controller
(1) There might be a gap of -10% in the set value.
(2) Humidity in the container might vary with changes of surrounding environment (temperature etc.).
(The function is not to keep the humidity in the container near the prescribed range.)



(3) Please turn the knob of the humidity controller slowly.

2. For RDH-3P1

J

E// Please turn on the AC power supply and get energized.(Please use AC100V or 200V.)

s@ Please confirm lighting LED.(Shows "In use") )
d It might take 3-5 minutes to light the LED on the initial stage of turning on the power supply,
depending on the P.S. charactericics.
\. J
( Emergency )
Please confirm the following matters when LED doesn't light.
(1) Is the input power supply correctly connected?
(2) Isthe power supply AC100V or 200V?
(3) Isthe humidity ventilation side wetted with water?

(In this case, the overcurrent protection circuit of the power supply functions, LED lights if the

wet state is canceled and it returns to normal state.)

Please inform the retailer or our company after confirming the above-mentioned and LED still
doesn't light for a long time.

. J
Product Specification
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